
renewable energies

Kalorina series 23 EPA 
Electronic chips boiler



HIGH EFFICIENCY 
AND AUTOMATIC 
CLEANING

Kalorina series 23 EPA
 Electronic chips

Ash extractor: combustion chamber

The addition of the "PA" Kit – Automatic 
Cleaning – transforms the boiler Kalorina 
23 E in a self-cleaning boiler Kalorina 23 
EPA.

Wood chips leads to the formation of ash 
as for pellet combustion. In this model of 
boiler, the tubes cleaning and removal of 
the ashes of the combustion chamber is 
made automatically, in a convenient and 
simple way.

The PA kit includes:

Ash extractor of the tubes.

Ash extractor in the combustion chamber. 

Ash tray.

Electronic monitoring for the cleaning 
devices.

Possibility of programming the cleaning 
cycles.

Advantages:

Clean combustion.

Optimal emission level.

Automatic ash removal.

Minimizing maintenance time.

WOOD CHIPS / WOOD PELLET

On the control panel there is 
a USB port for PC connection 
through internet.

A technical can interact with 
your boiler and makes all the 
necessary settings.

REMOTE ASSISTANCE
REMOTE CONTROL
REMOTE ALARMS

AZIENDA CERTIFICATA UNI EN ISO 14001

Pneumatic cleaning of the heat 
exchanger tubes

FUELS

Wood chip
Wood pellet
Sawdust
Wood
Olive husk
Marc of olives
Minced shells
Cereals (for models BK) 
Shavings



Features: 

Solid and strong construction.

Horizontal tube heat exchanger for 
a maximum heat transfer.

 Electronic control panel for a programmed 
and automatic combustion, which includes: 
the auto ignition, the adjustment of the 
boiler with the exact dosing of fuel and air, 
the possibility to reduce automatically the 
thermal power in modulation up to 70% of 
full power, the maintenance of the fire.

Clean combustion system (CCS), which 
combines an innovative air distribution 
of post-combustion ensuring the flue gas 
cleaning and a greater thermal efficiency. 

A 450 litres storage hopper equipped with 
a radial agitator and a fuel sensor end. 

Possibility to place the hopper on the right 
and the left hand side. 

Tele-assistance service that allows you 
to monitor and intervene by distance: 
through an output standard USB connec-
tion to PC. 

Anti-Fire kit. 

Depending on the type of fuel and the 
type of functioning, the system can be 
equipped with some kit of accessories to 
meet different customer needs:

Burner for boiler operation with liquid or 
gaseous fuel when in absence of solid fuel.

Remote control module and remote alarms 
that allows the system management via 
SMS (on/off) and the possibility of viewing 
the operational status.

Bio-fuel Burner (preparation)     Combustion chamber Anti-fire kit (standard)

Kalorina series 23 K 2303 E K 2304 E K 2306 E K 2308 E K 2310 E

Nominal power kW 27 40 58 78 104

Maximum allowable working pressure bar 3 3 3 3 3

Boiler class EN 303-5: 1999 Classe 3

Maximum allowable working temperature °C 90 90 90 90 90

Water content L 116 116 158 200 245

Dimensions mm

width 1735 1735 1735 1735 1735

depth 980 980 1180 1380 1700

height 1276 1276 1276 1276 1276

Pipes Ø

flow 2” 2” 2” 2” 2”

return 1” 1/2 1” 1/2 1” 1/2 1” 1/2 1” 1/2

 expansion tank 1” 1” 1” 1” 2”

Chimney flue Ø mm 200 200 200 200 250

WOOD CHIPS / WOOD PELLET
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